











EC Performance Data

SERIES

Horizontal
Vertical

Counter-Flow

Split Systems

ARI/1SO 13256-1 PERFORMANCE DATA
ENTERING WATER TEMPERATURES

Water Loop (WLHP Ground Water (GWHP) Ground Loop (GLHP)
50°

)
86°F 68°F 59°F F T7°F 32°F

ESENFIERE IR I I
CAPACITY CAPACITY CAPACITY CAPACITY CAPACITY CAPACITY

EC 007 6,200 12.5 8,000 7,200 20.0 6,000 6,500 15.0 4,500

EC 009 7,800 13.7 11,400 4.7 9,000 20.0 8,600 3.8 8,100 14.8 6,400 &
EC012 11,000 13.0 14,500 4.5 12,400 19.0 11,500 3.6 11,500 14.5 8,700 3.1
EC 015 14,000 13.0 18,000 4.6 15,800 19.0 13,500 3.8 14,500 15.0 10,100 343
EC018 18,500 13.0 24,000 4.4 21,400 19.0 18,000 3.8 19,800 141 13,400 343
EC 024 25,000 13.8 30,000 4.5 28,200 20.6 23,800 3.8 26,500 15.2 17,900 3.3
EC 030 29,000 13.0 35,000 4.3 33,000 18.6 28,400 3.8 31,000 14.4 21,000 8.9
EC 036 36,000 13.8 46,000 4.5 40,200 19,6 36,200 4.0 37,800 5.5 27,400 38
EC 041 38,000 12.5 49,000 4.2 40,400 16.1 39,000 3.7 39,200 141 28,500 3.1
EC 042 42,000 13.0 53,000 4.2 44,500 18.5 42,000 3.8 43,800 14.2 32,200 3-8
EC 048 48,000 14.0 58,000 4.8 58,000 20.6 46,600 4.2 52,000 15.4 36,800 3.5
EC 051 47,500 13.8 53,500 4.7 58,000 20.6 46,600 4.2 51,000 5.5 37,800 3.6
EC 060 62,000 13.2 79,000 4.4 67,000 18.3 61,500 St 63,600 14.7 50,000 &
EC 061 59,000 139 68,000 4.6 63,000 19.7 55,400 4.1 61,000 15.8 44,600 885
EC070 68,000 188 80,000 4.5 76,000 19.8 68,000 4.0 70,000 15.2 53,000 S

Energy Star Rated Products.
EEEET
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EC007-070 SERIES | HORIZONTAL DIMENSIONS

Recommended
Condenser
Replacement

-------- orion | rirt
EC007,009 1900 31.00 1325 200 1500 1400 238 738 225 1175 125 775 10.00 8.00 3/4"FPT. 10X16X1
EC012 1900 3100 1325 200 1500 1400 238 738 225 1175 125 775 10.00 8.00 3/4"FPT. 10X16X1
EC015 2150 4300 17.00 200 1750 2350 238 1325 400 1175 125 975 16.00 14.00 3/4"FPT. 16X20X1
EC018 2150 4300 17.00 200 1750 2350 238 1325 350 1175 125 1375 16.00 14.00 3/4"FPT. 16X20X1
EC024 2150 4300 19.00 200 1750 2350 238 1250 325 1175 325 1375 18.00 16.00 3/4"FPT. 18X20X1
EC030 2200 4500 19.00 200 1950 2350 238 1250 250 1375 150 1575 18.00 16.00 3/4"FPT. 18X20X1
EC036 2200 5450 19.00 200 2900 2350 238 1475 250 1375 150 15.75 18.00 16.00 3/4"FPT. 18X30X1
EC041 2150 4300 2200 200 1750 2350 238 1475 250 1375 3.00 15.75 20.00 18.00 3/4"FPT. 20X20X1
EC042 2200 5450 19.00 200 29.00 2350 238 1475 250 1375 150 15.75 18.00 16.00 3/4"FPT. 18X30X1
EC048 36.00 43.00 2100 250 3375 700 263 1475 1013 1575 250 1575 20.00 18.00 1"FPT. 18X20X1(2)
EC060 36.00 43.00 2100 250 3375 700 300 1663 1013 1575 150 17.75 20.00 18.00 1"FPT. 18X20X1(2)
ECO070 2600 7800 21.00 250 4400 3150 312 1850 275 17.75 275 17.75 20.50 18.50 1"FPT. 18X20X1(2)

UNIT FRONT UNIT BACK

¢ K >

LEFT HAND RETURN

'y
==}
v

NOTES: All dimensions within +/- 0.125”. All condensate drain connections are 3/4” FPT.
Specifications subject to change without notice. EC015-070 can be field converted between end blow and straight through supply air configurations
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ECO007-070 SERIES | VERTICAL DIMENSIONS

Recommended
Condenser
Replacement

-------- oo | it
EC007,009 19.00 19.00 2425 1175 775 350 825 238 483 738 15.00 8.00 10.00 825  3/4'FPT. 10X16X1
EC012 1900 1900 2425 1175 775 350 975 238 488 738 1500 8.00 10.00 500  3/4"FPT. 10X16X1
EC015 2150 2150 3225 1175 975 588 788 238 738 1325 17.50 14.00 16.00 7.88  3/4"FPT. 16X20X1
EC018 2150 2150 3225 1625 1375 175 562 238 738 1325 17.50 14.00 16.00 562  3/4'FPT. 16X20X1
EC024 2150 2150 36.25 1625 1375 175 562 238 738 1250 17.50 16.00 18.00 562  3/4"FPT. 18X20X1
EC030 2150 2150 3925 1625 1375 175 562 238 738 1250 17.50 18.00 20.00 562  3/4"FPT.  20X20X1
EC036 2150 2600 4325 1625 1575 475 500 238 838 1475 22.00 22.00 24.00 500  3/4"FPT.  24X24X1
EC041 2150 2150 3925 1625 1375 175 562 238 838 1475 17.50 18.00 20.00 562  3/4"FPT.  20X20X1
EC042 2150 2600 4325 1625 1575 475 500 238 838 1475 22.00 22.00 24.00 500  3/4°FPT.  24X24X1
EC048 2400 3200 4525 1775 1775 738 512 263 838 1475 28.00 22.00 24.00 5.12 1"FPT. 24X30X1
EC051 2600 26.00 4325 1775 1775 212 712 238 625 975 2200 28.00 30.00 7.12 1"FPT. 24X30X1
EC060 2400 3200 4525 1775 1775 738 512 300 9.63 1663 28.00 22.00 24.00 &.l2 1"FPT. 24X30X1
EC061 2600 26,00 4325 1775 1775 212 712 238 625 975 2200 28.00 30.00 7.12 1"FPT. 24X30X1
ECO070 2600 3325 5825 1775 1775 950 650 338 838 1738 28.00 30.00 32.00 6.50 1"FPT. 16X30X1 (2)

UNIT FRONT LEFT SIDE

NOTES: All dimensions within +/- 0.125”. All condensate drain connections are 3/4” FPT.
ECO051 and 061 only available in vertical configuration. Specifications subject to change without notice.
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EC 007 -070 SERIES | COUNTERFLOW DIMENSIONS

Recommended
Condenser
Replacement

----- oo |2
EC007,009 19.00 1900 2425 6.25 4.25 600 1025 500 1000 10.25  15.00 8.00 10.00 3/4"FPT. 10X16X1
EC012 1900 1900 2425 525 4.00 700 1238 500 1000 7.75 15.00 8.00 10.00 3/4"FPT. 10X16X1
EC015 2150 2150 3225 6.25 4.25 6.50 1200 588 16.75 1200 17.50 14.00 16.00 3/4"FPT. 16X20X1
EC018 2150 2150 3225 963 G225 813 800 588 1675 8.0 17.50 14.00 16.00 3/4"F.PT. 16X20X1
EC024 2150 2150 36.25  9.63 C.25 813 800 588 16.00 8.00 17.50 16.00 18.00 3/4"FPT. 18X20X1
EC030 2150 2150 3925 963 995 813 800 588 16.00 8.0 17.50 18.00 20.00 3/4"F.PT. 20X20X1
EC036 2150 26.00 4325 10.25 925 1000 875 438 1675 875  22.00 22.00 24.00 3/4"FPT. 24X24X1
EC041 2150 2150 3925 10.25 9¥5 725 775 438 1675 7.75 17.50 18.00 20.00 3/4"FPT. 20X20X1
EC042 2150 26.00 4325 10.25 925 1000 875 438 1675 875  22.00 22.00 24.00 3/4°FPT. 24X24X1

EC048 2400 3250 4525 1175 1075 925 900 600 1825 900 2800 2200 2400 1"FPT. 24X30X1

ECO60 2400 3250 4525 1250 1200 900 800 425 17.75 800 2800 2200 2400 1"FPT. 24X30X1

ECO70 2600 3320 5825 1200 1250 1063 900 300 1850 900 2800 3000 3200 ’FPT. 16X30X1(2)
UNIT FRONT LEFT SIDE

‘ A d f B

NOTES: All dimensions within +/- 0.125”. All condensate drain connections are 3/4” FPT. Specifications subject to change without notice.

You can tap into renewable energy for your home or business with our innovative geothermal heat pump systems by
speaking directly with your local FHP-Bosch Group representative.

He can help you determine which system is the best fit for both your home or business and your financial needs. With
new incentives available from federal, state and local governments, there has never been a better time to start saving
money and doing your part to contribute to a greener, cleaner and better world.
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