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EV | ES 
SERIES

Performance Data

Energy Star Rated Products.

MODEL

ARI / ISO 13256-1 PERFORMANCE DATA 

ENTERING WATER TEMPERATURES 

Water Loop (WLHP) Ground Water (GWHP) Ground Loop (GLHP)

86°F 68°F 59°F 50°F 77°F 32°F 

CAPACITY AND EFFICIENCY DATA

COOLING
CAPACITY EER HEATING

CAPACITY COP COOLING
CAPACITY EER HEATING

CAPACITY COP COOLING
CAPACITY EER HEATING

CAPACITY COP

EV 018 18,500 14.5 24,000 5.4 22,000 25.4 19,000 4.3 19,500 18.5 14,500 3.4

EV 024 25,000 14.1 32,500 4.2 29,500 20.3 26,500 3.6 27,000 15.0 20,500 3.3

EV 030 30,000 15.5 33,500 4.7 34,500 24 27,500 4.1 31,000 18.0 22,000 3.4

EV 036 33,000 14.8 39,000 5.0 38,500 22.6 31,500 4.3 34,000 17.4 24,000 3.4

EV 042 43,000 13.5 47,000 4.6 47,000 20 39,000 4.0 44,500 15.3 30,500 3.3

EV 048 48,500 13.6 58,000 4.8 55,000 20.6 47,000 4.2 49,000 16.4 37,500 3.4

EV 060 57,500 13.0 66,000 4.3 68,000 19.2 56,000 3.8 60,000 15.0 45,000 3.3

EV 070 68,000 13.5 80,000 4.5 76,000 19.8 68,000 4.0 70,000 15.2 53,000 3.3

ES 018 18,500 15.2 24,000 5.6 22,000 27.4 19,000 4.4 19,500 19.6 14,500 3.5

ES 024 25,000 14.2 32,500 4.3 29,500 21.9 26,500 3.7 27,000 15.9 20,500 3.4

ES 030 30,000 16.0 33,500 4.8 34,500 25 27,500 4.2 31,000 19.0 22,000 3.5

ES 036 33,000 15.6 39,000 5.2 38,500 23.9 31,500 4.4 34,000 19.0 24,000 3.5

ES 042 43,000 14.3 47,000 4.7 47,000 21.6 39,000 4.1 44,500 16.5 30,500 3.3

ES 048 48,500 14.3 58,000 4.9 55,000 21.6 47,000 4.3 49,000 17.2 37,500 3.5

ES 060 57,500 13.6 66,000 4.4 68,000 20.1 56,000 3.9 60,000 15.6 45,000 3.3

ES 070 68,000 14.0 80,000 4.6 76,000 20.3 68,000 4.1 70,000 15.6 53,000 3.3

	 Horizontal

	 Vertical

	 Counter-Flow

	 Split Systems
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NOTES:	All dimensions within +/- 0.125”.
	 All condensate drain connections are 3/4” FPT. All Heat Recovery Kit connections are 1/2” FPT.
	 Internal electric heat available on 208-230 units only. Internal Loop Pump available on 208-230 volt units only.  
	 Internal Heat Recovery Kit available on 208-230 volt units only. Units can be field converted between end blow and straight through supply air configurations.
	 Specifications subject to change without notice.

UNIT FRONT UNIT BACK

LEFT HAND RETURN

EV | ES 018 - 070 SERIES  |  Horizontal DIMENSIONS

MODEL
A B C D E F G H J K M N P Q Condenser

Water
Connections

Recommended 
Replacement 

Nominal  
Filter SizeWidth Depth Height

R/A Duct 
Flg Width

Filter Rack 
Height

R/A Duct 
Flg Height

EV | ES 018 25.50 45.00 21.75 2.00 19.25 23.75 5.25 14.25 4.31 11.75 5.00 13.75 20.50 18.50 3/4" F.P.T. 20 X 20 X 1

EV | ES 024 25.50 43.00 21.75 2.00 20.00 21.00 5.25 14.25 4.31 11.75 5.00 13.75 20.50 18.50 3/4" F.P.T. 20 X 20 X 1

EV | ES 030, 036 26.00 54.50 21.75 2.00 30.00 22.50 5.25 15.25 4.50 13.75 3.00 15.75 20.50 18.50 3/4” F.P.T. 18 X 20 X 1 (2)

EV | ES 042 30.00 68.00 21.75 2.50 33.50 32.00 5.25 16.25 5.81 15.75 3.00 15.75 20.50 18.50 1" F.P.T. 18 X 20 X 1 (2)

EV | ES 048 30.00 68.00 21.75 2.50 33.50 32.00 5.25 16.25 5.81 15.75 3.00 15.75 20.50 18.50 1" F.P.T. 18 X 20 X 1 (2)

EV | ES 060 30.00 68.00 21.75 2.50 33.50 32.00 5.25 18.50 7.66 17.75 2.00 17.75 20.50 18.50 1" F.P.T. 18 X 20 X 1 (2)

EV | ES 070 30.00 78.00 21.75 2.50 44.00 31.50   5.25 18.50 7.66 17.75 2.00 17.75 20.50 18.50 1" F.P.T. 20 X 24 X 1 (2)
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NOTES:	All dimensions within +/- 0.125”. All condensate drain connections are 3/4” FPT.
	 All Heat Recovery Kit connections are 1/2” FPT. Internal electric heat available on 208-230/1/60 top discharge units only.
	 Internal Loop Pump available on 208-230 volt units only. Internal Heat Recovery Kit available on 208-230 volt units only.
	 Specifications subject to change without notice.

UNIT FRONT LEFT SIDE

EV | ES 018 - 070 SERIES  |  Vertical DIMENSIONS

MODEL
A B C D E F G H J K M N P Q Condenser

Water
Connections

Recommended 
Replacement 

Nominal  
Filter SizeWidth Depth Height

R/A Duct 
Flg Width

R/A Duct 
Flg Height

Filter Rack 
Height

EV | ES 018 21.50 21.50 40.25 11.75 13.75 3.75 7.00 5.25 8.00 14.25 17.50 16.00 18.00 4.13 3/4" F.P.T. 20 X 20 X 1

EV | ES 024 21.50 21.50 40.25 11.75 13.75 3.75 7.00 5.25 8.00 14.25 17.50 16.00 18.00 4.13 3/4" F.P.T. 20 X 20 X 1

EV | ES 030, 036 21.50 26.00 47.25 13.75 15.75 6.13 5.25 5.25 8.00 15.25 22.00 22.25 24.00 4.00 3/4” F.P.T. 24 X 24 X 1

EV | ES 042 24.00 32.75 47.25 15.75 15.75 8.38 4.75 5.25 8.00 16.25 28.50 22.25 24.00 3.50 1" F.P.T. 24 X 30 X 1

EV | ES 048 24.00 32.75 47.25 15.75 15.75 8.38 5.50 5.25 8.00 16.25 28.50 22.25 24.00 4.00 1" F.P.T. 24 X 30 X 1

EV | ES 060 26.00 33.25 51.25 17.75 17.75 7.13 6.25 5.25 8.00 18.50 28.50 22.25 24.00 4.00 1” F.P.T. 24 X 30 X 1

EV | ES 070 26.00 33.25 58.25 17.75 17.75 7.13 6.25 5.25 8.00 18.50 28.50 30.25 32.00 4.00 1” F.P.T. 16 X 30 X 1 (2)
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How To Start Using Geothermal Energy In Your Home Or Business
You can tap into renewable energy for your home or business with our innovative geothermal heat pump systems by 
speaking directly with your local FHP-Bosch Group representative.

He can help you determine which system is the best fit for both your home or business and your financial needs. With 
new incentives available from federal, state and local governments, there has never been a better time to start saving 
money and doing your part to contribute to a greener, cleaner and better world.

NOTES:	All dimensions within +/- 0.125”. All condensate drain connections are 3/4” FPT. All Heat Recovery Kit connections are 1/2” FPT.
	 Internal electric heat available on 208-230/1/60 bottom discharge units only. Internal Loop Pump available on 208-230 volt units only.  
	 Internal Heat Recovery Kit available on 208-230 volt units only. Specifications subject to change without notice.

EV | ES 018 - 070 SERIES  |  Counterflow DIMENSIONS

MODEL
A B C D E F G H J K M N P Condenser

Water
Connections

Recommended 
Replacement 

Nominal  
Filter SizeWidth Depth Height

Blower 
Opening

Blower 
Opening

R/A Duct 
Flg Width

R/A Duct 
Flg Height

Filter Rack 
Height

EV | ES 018 21.50 21.50 40.25 9.25 9.63 5.00 5.13 5.50 15.00 10.13 18.00 16.00 18.00 3/4" F.P.T. 20 X 20 X 1

EV | ES 024 21.50 21.50 40.25 9.25 9.63 5.00 5.13 6.50 15.00 10.13 18.00 16.00 18.00 3/4" F.P.T. 20 X 20 X 1

EV | ES 030, 036 21.50 26.00 47.25 9.25 10.25 8.38 5.00 7.00 17.00 9.75 22.00 22.00 24.00 3/4” F.P.T. 24 X 24 X 1

EV | ES 042 24.00 32.75 47.25 9.25 10.25 11.63 4.50 7.50 18.50 9.25 28.00 22.00 24.00 1" F.P.T. 24 X 30 X 1

EV | ES 048 24.00 32.75 47.25 10.75 11.50 11.13 6.88 7.50 18.50 8.75 28.00 22.00 24.00 1" F.P.T. 24 X 30 X 1

EV | ES 060 26.00 33.25 51.25 12.00 12.50 10.63 5.00 7.00 20.25 10.50 28.00 22.00 24.00 1" F.P.T. 24 X 30 X 1

EV | ES 070 26.00 33.25 58.25 12.00 12.50 10.63 5.00 7.00 20.25 10.50 28.00 30.00 32.00 1" F.P.T. 16 X 30 X 1 (2)

UNIT FRONT LEFT SIDE
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